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2

2.1

2.2

Description

Thank you for choosing an Electro-Voice powered loudspeaker system. Please take time to
consult the manual to understand all the features built into your EV system and fully utilize its
performance capabilities.

NOW STREAMING: Cut through the competition with Bluetooth® enhanced ZLX portable
loudspeakers

ZLX portable loudspeakers offer the best performance and reliability in their class - with
components and engineering that work together to make it quicker and easier than ever to
take control of your sound, whatever the gig. Now with Bluetooth® enabled wireless audio
streaming, legendary ZLX performance becomes even more convenient with the ability to
connect to any mobile device for streaming your music library.

Featuring custom drivers housed in an innovative cabinet design, the two new wireless,
compact, and versatile ZLX models make EV's renowned sound quality and rugged reliability
more accessible than ever before.

Bluetooth® is available in select countries.

System features

ZLX-12BT and ZLX-15BT—Powered Loudspeaker Systems

The only loudspeaker in its class that matches EV-engineered drivers with a custom-built

Class-D amplifier module and powerful DSP. Whether pole-mounted or used as a floor

monitor, ZLX delivers stunning sonic impact and intelligibility—the legendary “EV Sound” the

pros trust.

—  High-quality Bluetooth® audio streaming for background music or musical
accompaniment. Bluetooth® connectivity is available in select countries.

—  QuickSmartDSP features best-in-class processing. Easy setup via four presets, sub/top
system-match, two-band EQ, five user-programmable presets, visual monitoring of limiter
status, input level control and meters, and master volume control to optimize gain
structure, all via LCD.

—  High-efficiency 1000 W Class-D power amplifier delivers us to 127 dB peak SPL utilizing
transducers designed and engineered by EV.

—  EV-patented Signal Synchronized Transducers (SST) waveguide design provides precise
and consistent coverage, minimal distortion, and maximized acoustical loading.

—  Three optimally located handles combined with a rugged composite structure provides
the most portable professional sound speaker on the market.

Quick setup

The ZLX series loudspeakers from Electro-Voice are fully integrated audio systems with
carefully matched electronics and transducers. These products make it easy to setup a high
quality sound system quickly with a minimum amount of cables and external electronics.

Full-Range powered loudspeaker
Models: ZLX-12BT and ZLX-15BT
To set up a full-range powered loudspeaker, do the following:

Step Illustration

1. Connect the AC power cord from a :ﬁl ‘ I

grounded line receptacle to the MAINS
IN.

Electro-Voice
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Step Illustration
2. Connect the 3.5 mm mini jack, XLR or © || S————— ||
TRS cable from an audio source to AUX SSeSesesesesasas
IN, INPUT 1 or INPUT 2.
()
Electro-Voice
ZLX
3. Adjust the input gain to - oo (infinity).
4. Switch POWER to ON. on
OFF
5.  From the DSP home screen, increase the u e
input gain to the desired signal level. 4 ///5
S ax
6. Adjust the MASTER VOL knob to the
desired volume. @>>”‘=
RN
PUSH FOR DSP
See also

Amplifier DSP controls, page 15

2.3 Quick setup - wireless streaming
Follow these instructions to quickly and correctly pair and tune your system for wireless
streaming from a Bluetooth® enabled mobile device.
To pair the system for wireless streaming, do the following:
1. Using the MASTER VOL knob, turn the output gain LEVEL down to MUTE.
2.  Push the MASTER VOL knob.
The DSP Control menu appears.
3. Using the MASTER VOL knob, scroll to STREAMING.
4. Push the MASTER VOL knob to select STREAMING .
The focus moves to the parameters on the right side of the DSP menu.
5. Using the MASTER VOL knob, scroll to PAIRING mode.
6. Push the MASTER VOL knob to select PAIRING.
The setting is saved. The focus returns to the menu items on the left side of the DSP menu.
7. Within 120 seconds, follow the manufacturer’s instructions on your mobile device to pair
with a Bluetooth® device.
The loudspeaker appears as EV ZLX BT on your mobile device.
2018.04 | 01 | Installation manual Electro-Voice
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Gain structuring
After pairing your mobile device with the system, you can set the volume for your streaming

device.
To set the volume for your streaming device, do the following:

1. Set the loudspeaker output gain to MUTE.

2. Start playing music from your desired player/source.

3. Increase the volume on your mobile device.
The BT VU meter on the ZLX loudspeaker's LCD responds to the incoming signal.

4. Increase the volume from your device until the BT VU meter is ~75% full.
Take note of the volume slider on your mobile device as well: to prevent clipping, do not go
past this level.

5. Using the MASTER VOL knob, increase the output gain to the desired listening level.
Be mindful of the CLIP and LIMIT notifications.

6. Turn the level down on your mobile device for convenient volume control (optional).
To prevent clipping, do not exceed the level previously observed (~75% BT VU).

See also

DSP controls, page 18

Electro-Voice
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3 Tripod, pole mount, and floor monitor operation
3.1 Tripod or pole mount

ZLX-12BT and ZLX-15BT loudspeakers mount on a tripod stand or on a pole above a
subwoofer.

Mounting a loudspeaker on a tripod stand

0
Figure 3.1: Full-Range models on a tripod stand

Caution!
Tripod is not evaluated for safety with this loudspeaker. Check the specifications of the
tripod stand to be certain it is capable of supporting the weight of the loudspeaker.

Caution!
Two person lift and placement is recommended for the heavier loudspeakers. Single person
lift and placement of heavier loudspeakers could cause injury.

To mount a loudspeaker on a tripod stand, do the following:

1.

Place the tripod stand on a level and stable surface.

Fully extend the legs on the tripod stand.

Do not compromise the tripod stands structural integrity by trying to make the stand
taller.

Do not attempt to suspend more than one loudspeaker on a stand designed for a single
loudspeaker.

Using two hands lift the loudspeaker.

Set the pole cup located on the bottom of the loudspeaker onto the pole.

2018.04 |01 |
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Mounting a loudspeaker on a pole

Caution!
Two person lift and placement is recommended for the heavier loudspeakers. Single person
lift and placement of heavier loudspeakers could cause injury.

3.2

To mount a loudspeaker on a pole, do the following:

1. Place the subwoofer on a level stable surface.

2. Insert the pole into the pole cup on the top of the subwoofer.

3. If you are using a threaded pole mount, turn the pole clockwise to secure the pole to the
subwoofer.
OR
If you are not using a threaded pole mount, continue to the next step.

4. Using two hands lift the loudspeaker.

5. Set the pole cup located on the bottom of the loudspeaker onto the pole.

Floor monitor

ZLX-12BT and ZLX-15BT loudspeakers may be used as a floor monitor by placing the
loudspeaker on the integral monitor angle.

Setting up as a floor monitor

To set up a loudspeaker as a floor monitor, do the following:

1. Place the loudspeaker on a level and stable surface.

2. Safely route cables to prevent injury to performers, production crew, and audience
members.

mud 0

Notice!
Secure cables with wire ties or tape whenever possible.

Electro-Voice
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<

OPTIMAL
COVERAGE
> °
n =
Front View Side View

Figure 3.2: Optimum coverage in monitor position

2018.04 |01 | Installation manual Electro-Voice
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Amplifier DSP
Amplifier DSP controls

The amplifier has a combination of controls and connectors to ensure the most versatile
loudspeaker system.

Full-Range loudspeaker control and monitoring interface

The full-range loudspeaker DSP control menu selections are available for the ZLX-12BT and

ZLX-15BT.
1
@ % 3¢ : 1 @
2
—»>©@
3
O .
el o
ZLX
© ®
® ®
:% < 4
@ St eSS @

Figure 4.1: Full-Range loudspeaker amplifier panel

1.
2.

LCD - DSP control and monitoring interface.

MASTER VOL - Adjusts the sound level.
DSP - Scroll through the menu and select the available choices. Push the MASTER VOL
knob to enter the DSP menu.
INPUT LEVEL - Level control for adjusting the individual inputs’ level. The 12 o’clock
position is unity gain (no gain or attenuation), the range to the left of zero is for adjusting
line level sources, and the range to the right of zero (0) is for adjusting microphone
levels. LINE and MIC input level control is available for both INPUT 1 and INPUT 2.
POWER - AC switch or switching the power ON or OFF. The LCD screen lights up when

the power is turned ON, after approximately 3 seconds.
MAINS IN - AC connection is established via an IEC-connector.

Electro-Voice
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4.2

6. INPUT - Balanced input for the connection of signal sources like mixing consoles,
instruments, or microphones. Connections can be established using % inch TRS or XLR
connectors.

7. OUTPUT - XLR output sends the mix of all input signals to another loudspeaker or
subwoofer. INPUT LEVEL controls the signal level to OUTPUT. The MASTER VOL or DSP
control settings do not affect OUTPUT. This is also the output for the BT signal which is
configurable via the MIX OUT setting.

8. AUXIN - 3.5 mm audio jack input for connecting external audio media devices, such as
MP3 players.

System status

Normal

0dB *s 1

prWOWN =

%

Figure 4.2: Normal system status home screen with Bluetooth® status

1. LEVEL - Indicates the master gain of the system in dB. The range is from mute to +10 dB,
in 1 dB increments.

2. IN1 - VU meter displays the signal level of INPUT 1 into the amplifier INPUT 1 XLR
connector. IN1 and IN2 are independent of each other.

3. IN2 - VU meter displays the signal level of INPUT 2 into the amplifier INPUT 2 XLR
connector. IN1 and IN2 are independent of each other.

4. BT - VU meter displays the signal level of wireless audio input.

5. 1 -Indicates the selected store function number. There are five user defined store
function numbers available.

6. E - Indicates the preset is not saved. When the preset is saved the E is not displayed.

7. S - Audio streaming; the available options are:
OFF - DISABLED
FLASHING - PAIRING MODE (120s)
SOLID - CONNECTED

md 0

Notice!
Bluetooth® is available in select countries.
Contact your nearest Electro-Voice dealer or Electro-Voice distributor for more information.

System protection
System protection limiters indicate when a system is exceeding recommended usage by
indicating CLIP or LIMIT on the LCD display.

CLIP
LEVEL 0dB

[IN1] CLIP
7 I

Figure 4.3: Clipping system status

CLIP indicates the signal to the loudspeaker is too high, resulting in a clipped signal into the
loudspeaker. If CLIP is shown, reduce the input gain knob and/or the signal on the mixer or
source equipment.

2018.04 |01 |
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LIMIT

LEVEL 0dB

OR

Figure 4.4: Limit system status

LIMIT protects the loudspeaker from short-term peaks which can cause distortion. When
LIMIT is shown small on the screen, the limiter is active but keeps distortion under control.

The large LIMIT indicates the sound is negatively affected. Reducing the output volume
(MASTER VOL) is strongly recommended when the large limit indication is shown.

Electro-Voice Installation manual 2018.04 | 01 |
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4.3 DSP controls

An integrated DSP control menu allows the user to select multiple DSP system settings on the

loudspeaker.

%)

LT

PUSH FOR DSP

. .
MCITTE N

TOA H3LSVIN

To access the DSP controls menu, do the following:
1.

6.
7.

Push the MASTER VOL knob.
The DSP Control menu appears.

EXIT
MODE: [IVE](of
LOCATION: NORMAL

Using the MASTER VOL knob, scroll through the menu items.
Push the MASTER VOL knob to select the menu item you want to modify.
The focus moves to the parameters on the right side of the DSP menu.

EXIT
[l[e]p]H < MUSIC >

LOCATION: NORMAL

Using the MASTER VOL knob, scroll through the parameters.
mook: [IRITEEN

EXIT I
LOCATION: NORMAL

Push the MASTER VOL knob to confirm the selected parameter.

The setting is saved. The focus returns to the menu items on the left side of the DSP menu.
MOD I

LOCATION: NORMAL

Repeat steps 2 through 5 to modify additional DSP and system settings.

Select EXIT to return to the home screen.

4.3.1 DSP control menu
The full-range loudspeaker DSP control menu selections are available for the ZLX-12BT and
ZLX-15BT loudspeakers.

EXIT

MODE MUSIC (Default)

LIVE

SPEECH

CLUB

LOCATION POLE (Default)

MONITOR

BRACKET

2018.04 |01 |
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SUB OFF (Default)

80Hz

100Hz

120Hz

150Hz

ELX200-12SP

ELX200-18SP

EKX-15SP

EKX-18SP

ELX118P

TREBLE 0 db (Default)

-10 dB to +10 dB

BASS 0 db (Default)

-10 dB to +10 dB

MIX OUT L + R (Default)

R

LED ON (Default)

OFF

LIMIT

DISPLAY LCD DIM ON (Default)

OFF

BRIGHT 5 (Default)

1to 10

CONTRAST 5 (Default)

1to 10

STORE EXIT, 1, 2, 3,4, 5, EXIT

RECALL EXIT, 1, 2, 3,4, 5, EXIT

STREAMING OFF (Default)

PAIRING

ON

LOCK ON

OFF (Default)

Electro-Voice Installation manual 2018.04 | 01 |
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RESET RESET ARE YOU SURE?

NO (Default)

YES

INFO [PRODUCT NAME]

[FIRMWARE VERSION]

©YYYY ELECTRO-VOICE

EXIT

Tab. 4.1: Full-Range Loudspeaker DSP Control Menu

EXIT Menu
The Exit menu is used to return to the home screen.

Notice!
The display returns to the home screen after two minutes of inactivity.

md 0

MODE Menu

The Mode menu is used to configure the type of sound the loudspeaker delivers.

Available options for this selection are: MUSIC, LIVE, SPEECH and CLUB.

-  MUSIC - is used for recorded music playback and electronic dance music applications.
(Default)

—  LIVE - is used for live sound applications.

—  SPEECH - is used for spoken word applications.

— CLUB - is used for recorded electronic music playback.

LOCATION Menu

The Location menu is used to optimize the loudspeaker for different boundaries.

Available options for this selection are: POLE, MONITOR and BRACKET.

—  POLE - is used when the loudspeaker is placed on a tripod stand or placed on a pole.
(Default)

— MONITOR - is used when the loudspeaker is placed on the angled monitor panel in
monitor position. This setting compensates for the amount of low frequency boost
created by placing the speaker close to the floor.

—  BRACKET - is used when the loudspeaker is mounted to the wall using the mounting
bracket (Mounting Bracket accessory sold separately). This setting compensates for the
amount of low frequency boost created by placing the loudspeaker close to the wall.

SUB Menu

The Sub menu is used to select a high pass frequency for use with a subwoofer or a matched
subwoofer.

Available options for this selection are: OFF, 80Hz, 100Hz, 120Hz, 150Hz, ELX200-12SP,
ELX200-18SP, EKX-15SP, EKX-18SP, and ELX118P. The high passes are 24 dB/octave Linkwitz/
Riley crossovers. The 80 Hz, 100 Hz, 120 Hz, and 150 Hz choices are generic high pass settings
for use with other subwoofers. The ELX200-12SP, ELX200-18SP, EKX-15SP, EKX-18SP, and
ELX118P settings are specifically optimized for subwoofers by including delay for best
summation.

2018.04 | 01 | Installation manual Electro-Voice
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TREBLE Menu

The Treble menu is used to adjust the high frequency performance of the loudspeaker for
different applications or personal preference. The parameter controls a high shelving filter
that is centered on 6 kHz.

The range is -10 dB to +10 db.

The default is zero (0).

BASS Menu

The Bass menu is used to adjust the low frequency performance of the loudspeaker for
different applications or personal preference. The parameter controls a parametric EQ filter
that is centered on 60 Hz.

The default is zero (0).

MIX OUT Menu

The Mix Out menu is used to select which channel of the BT signal should be output at MIX

OUT and which channel should be delivered by the loudspeaker.

—  L+R: The left and right signals of BT are summed. The sum is output at MIX OUT and is
delivered by the loudspeaker. (Default)

—  R: Only the right signal of BT is output at MIX OUT. The loudspeaker will deliver only the
left signal.

LED Menu

The LED menu shows power on and indicates limit. Available options for this selection are:

ON, OFF or LIMIT.

—  ON - turns the LED on when the power to the loudspeaker is ON. (Default)

—  OFF - turns the LED off.

—  LIMIT - turns the LED off under normal operation. The LED brief blinking indicates the
limiter is activating. Short-term blinking is not critical because the integrated limiter
keeps distortion under control. Constant lighting of the LED indicates the sound is
negatively affected. If the LED is constantly lit, check the rear LCD for more information.
Reducing the output volume is strongly recommended.

LCD DIM Menu

The LCD Dim menu is used to dim the display when the display is idle for two minutes.
Available options for this selection are: ON or OFF.

The default is ON.

CONTRAST Menu

The Contrast menu is used to increase or decrease the visibility of the LCD screen.
The range is -10 dB to +10 db.

The default is zero (0).

STORE Menu
The Store menu allows you create up to five customized user settings. Available options for
this selection are: EXIT, 1, 2, 3, 4, and 5.

Notice!

The customized user setting name can contain a combination of alphanumeric characters
including spaces. The alphanumeric character range is A to Z and 0-9.

The name field length is 12 characters.

=

To store customized user settings, do the following:
1. From the DSP menu, scroll to STORE.

Electro-Voice Installation manual 2018.04 | 01 |
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9.

Push the MASTER VOL knob to select STORE.
The store screen appears.
EXIT
1: [EMPTY] I
2 [EMPTY]
Push the MASTER VOL knob to select 1.
The Enter name for 1 screen appears.
Use the MASTER VOL knob to scroll through the characters.

The characters appear.
ENTER NAME FOR 1

SAVE CLEAR CANCEL

Push the MASTER VOL knob to select the desired character.
Turn the MASTER VOL knob to move to the next character entry.

Continue selecting characters until the desired name is entered.
ENTER NAME FOR 1

[vocaLsPl] |

SAVE CLEAR CANCEL

Use the MASTER VOL knob to scroll to SAVE.

Push the MASTER VOL knob to select SAVE.
ENTER NAME FOR 1

VOCALS

B\ CLEAR CANCEL

Repeat steps 3 through 8 to store additional customized user settings.

10. Select EXIT to return to the home screen.

RECALL Menu

The Recall menu allows you retrieve up to five customized user settings. Available options for
this selection are: EXIT, 1, 2, 3, 4, and 5.

To recall customized user settings, do the following:

1. From the DSP menu, scroll to RECALL.
2. Push the MASTER VOL knob to select RECALL.
The recall screen appears.
3. Push the MASTER VOL knob to select 1.
The selected item is loaded.
EXIT
. ]'
2: [EMPTY]
4. Select EXIT to return to the home screen.
STREAMING

The Streaming menu is used to stream audio from your Bluetooth® enabled device to the
loudspeaker system. Available options for this selection are: PAIRING, ON or OFF.

The default is OFF.

Paring mode is enabled for 120 seconds.

Pairing the loudspeaker with your Bluetooth® enabled device
To pair the loudspeaker with your Bluetooth® enabled device, do the following:

1. From the DSP menu, scroll to STREAMING.
2. Select PAIRING.
PAIRING mode enables 120 seconds of visibility to Bluetooth® enabled devices.
3.  On your mobile device, select EV ZLX BT to initiate the pairing process.
Once the device is paired, all device audio will be output through the ZLX loudspeaker.
LOCK Menu

The Lock menu is designed to prevent users from inadvertently changing settings. Available
options for this selection are: ON or OFF.

2018.04 |01 |
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The default is OFF.

RESET Menu

The Reset menu is used to reset the loudspeaker to original factory settings. Available options
for this selection are: NO or YES.

The default is NO.

To reset the system to original factory settings, do the following:

1. From the DSP menu, select RESET.

The reset are you sure message appears.
RESET
ARE YOU SURE?
NO YES

2. Select YES.
The loudspeaker restarts and resets the system to the original factory settings.

Notice!

Performing a reset erases the user customized settings saved under the STORE menu.
The five user customized settings in the STORE and RECALL menus return to <EMPTY>.

mud 0

INFO Menu
The Information menu is used to display the product name and firmware version.

Electro-Voice Installation manual 2018.04 | 01 |
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5 Recommended configuration
5.1 Daisy-chaining full-range systems

LINE and MIC input level control is available for both INPUT 1 and INPUT 2. The 12 o’clock

position is unity gain (no gain or attenuation) and the range to the right of zero (0) is for
adjusting microphone levels.

Electro-Voice
ZLX

Electro-Voice
ZLX

Notice!
The direction of the arrow indicates the signal path.

md 0

Mode: Speech
Location: Pole
Sub: Off

Tab. 5.2: DSP settings loudspeaker on a tripod

See also
—  Tripod or pole mount, page 12
- Amplifier DSP, page 15

2018.04 | 01 | Installation manual Electro-Voice
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5.2 MP3 player MONO configuration

.(Ia Electro-Voice
ZLX
Electro-Voice
ZLX
® Notice!
] The direction of the arrow indicates the signal path.
Mode: Music
Location: Pole
Sub: Off

Tab. 5.3: DSP settings loudspeaker on a tripod

See also

- Tripod or pole mount, page 12
- Amplifier DSP, page 15

Electro-Voice

Installation manual
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5.3 Using full-range systems as monitors

LINE and MIC input level control is available for both INPUT 1 and INPUT 2. The 12 o’clock
position is unity gain (no gain or attenuation) and the range to the right of zero (0) is for
adjusting microphone levels.

Electro-Voice
ZLX

Notice!
The direction of the arrow indicates the signal path.

md 0

Mode: Live
Location: Monitor
Sub: Off

Tab. 5.4: DSP settings loudspeakers as monitors

See also
- Floor monitor, page 13
- Amplifier DSP, page 15

2018.04 | 01 | Installation manual Electro-Voice
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5.4 Stacking full-range systems with

ELX200-18SP

Notice!

mud @

The direction of the arrow indicates the signal path.

ZLX-12BT
Mode: Live
Location: Pole
Sub: ELX200-18SP

ELX200-18SP

Mode: Live
Location: Pole
Low Pass: ZLX-12BT

Tab. 5.5: DSP settings loudspeaker and subwoofer stacked

See also

—  Tripod or pole mount, page 12
- Amplifier DSP, page 15

Electro-Voice
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5.5 Wireless audio STEREO configuration

Wireless audio streaming via Bluetooth® is available for ZLX-12BT and ZLX-15BT loudspeakers.
Bluetooth® is available in select countries.

R L
R Right
L Left
Notice!

The direction of the arrow indicates the signal path.

md 0

Mode: Music
Mix Out: R
BT Audio: On

Tab. 5.6: DSP settings wireless audio streaming

See also
-  Amplifier DSP, page 15

2018.04 | 01 | Installation manual Electro-Voice
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6

Troubleshooting

Problem

Possible Cause(s)

Action

1.

No sound

Amplifier

Verify all the electronics are on, the signal routing is
correct, the source is active; the volume is turned up,
etc.

Correct/repair/replace as necessary. If there is still no
sound, then the problem may be wiring.

Wiring

Verify you have connected the correct cables to the
amplifier. Play something at a low level through the
amplifier. Connect a test loudspeaker in parallel with the
malfunctioning line. If the sound level is gone or is very
weak, the line has a short in it (possibly a severe scrape,
pinch, or a missed connection). Using the test
loudspeaker, move down the line and test each
connection/junction until you find the problem and
correct it. Observe proper polarity.

Poor Low-
Frequency
Response

With SUB menu
cross-over frequency
activated

If no subwoofers are used with the system, select the
OFF position.

Intermittent output
such as cracking or
distortion

Faulty connection

Check all connections at amplifier and loudspeakers to
ensure they are all clean and tight. If the problem
persists, check the wiring. See problem 1.

4. Constant noise Defective source or |If noise is present, but no program material is playing,
such as buzzing, other electronic evaluate each component as necessary to isolate the
hissing or humming | device problem. Most likely there is a break in the signal path.

Poor system Check and correct the system grounding, as required.
grounding or ground
loop
Input gain knob is Slowly increase the input gain knob level to engage the
not in the MIC microphone pre-amp.
position

5. No sound produced | Microphone requires |Use a dynamic microphone that does not require

with microphone
connected to INPUT
1 or INPUT 2

phantom power.

phantom power. If using a microphone requiring
phantom power, an external phantom power source is
needed.

Input gain knob is
not in the MIC
position

Slowly increase the input gain knob level to engage the
microphone pre-amp.

Electro-Voice
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2018.04 |01 |



30 en | Troubleshooting ZLX Powered Loudspeaker Series
Problem Possible Cause(s) Action
6. Sound is distorted |Excessive input level | Reduce the input level or loudspeaker level knobs to

front LED is OFF, prevent limit.

LCD LIMIT i . .

ON screen s Incorrect gain Verify level controls of the source are properly structured
structure or source by using the VU meter indicator on the LCD screen. If the
input (mixing VU meter bar is solid or the system indicates LIMIT, the
console/preamp) is | input or source level is too high.
overdriven

7. Microphone Incorrect gain Reduce the microphone levels at the mixing console or
produces acoustic | structure input source. If the microphone is connected directly to
feedback when the speaker, reduce the input level on the speaker.

input level is Positioning the microphone close to the sound source

amplified increases gain-before-feedback. See problem 6.

MODE is set to Change the MODE to LIVE or SPEECH.
MUSIC
Microphone position | Whenever possible setup the loudspeakers so the
is too close to the microphone is behind them. If using the loudspeaker in a
front of the monitor position, aim the loudspeaker to the back of the
loudspeaker microphone.
8. DSP menu is locked | The Menu Lock Press and hold the MASTER VOL knob for 5 seconds.
function has been
turned on. A lock
symbol displays on
the LCD screen.
9. No streaming audio | STREAMING is set to | Set STREAMING to PAIRING and initiate the Bluetooth®

OFF

pairing process on your mobile device.

Mobile device is
paired to the wrong
speaker.

If you have previously paired to a different Bluetooth®
enabled ZLX loudspeaker, you may be pairing with the
wrong device. Try deleting all saved connections labeled
EV ZLX BT and try the pairing process again.

Input level is too low

While music is playing, turn up the volume on the paired
mobile device. You will see the BT VU Meter receiving
signal. Reduce if you see a CLIP notification.

Output Gain is too
low

Increase output gain by setting your LEVEL with the
MASTER VOL knob, paying attention to CLIP and LIMIT
notifications.
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Problem

Possible Cause(s)

Action

10. Skipping or

with streaming
audio

stuttering playback

Paired mobile device
is too far away from
the loudspeaker

Move the mobile device closer to the loudspeaker.

High amount of
interference in the
use area.

This Bluetooth® enabled loudspeaker occupies the same
operating frequencies as other Bluetooth® devices, as
well as Wi-Fi and other wireless transmissions (like
wireless home phones). If you are experiencing drop-
outs, your speaker may be in an environment that makes
reliable wireless audio difficult. Try to move the
loudspeaker to different locations in the room, and
especially away from 2.4gHz routers and microphone
receivers. If the problem persists, revert back to a wired
connection while at that particular venue.

If these suggestions do not solve your problem, contact your nearest Electro-Voice dealer or

Electro-Voice distributor.

See also

Amplifier DSP, page 15

Electro-Voice
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7 Technical data
ZLX-12BT

Frequency Response (-3 dB)*: |65 Hz - 18 kHz

Frequency Range (-10 dB): |50 Hz - 20 kHz

Maximum SPL% | 126 dB

Coverage (H x V): [ 90° x 60°

Power Rating: | 1000 W

LF Transducer: | EVS-12K, 300 mm (12 in) woofer

HF Transducer: | DH-1K

Connectors: | (2) XLR/TRS Combo Jack (1) 3.5 mm Input and (1) XLR
link Output

Enclosure: | Polypropylene

Grille: | 18 Gauge steel with black powder coat

Color: | Black

Dimensions (Hx W x D):| 610 mm x 356 mm x 356 mm
(24inx14inx14in)

Net Weight: | 15.6 kg (34.3 |b)

Shipping Weight: | 19.0 kg (41.8 Ib)

Power Consumption®: | 100 - 240 V~, 50 - 60 Hz, 0.8 - 0.5 A

1. Full-Space measurement using the MUSIC DSP preset.
Maximum SPL is measured at 1 m using broadband pink noise at maximum output.
3. Current rating is specified at 1/8 full output power.

ZLX-15BT

Frequency Response (-3 dB)*: | 55 Hz - 18 kHz

Frequency Range (-10 dB): |42 Hz - 20 kHz

Maximum SPL?: | 127 dB

Coverage (H x V):|90° x 60°

Power Rating: | 1000 W

LF Transducer: | EVS-15L, 380 mm (15 in) woofer

HF Transducer: | DH-1K

Connectors: | (2) XLR/TRS Combo Jack (1) 3.5 mm Input and (1)
XLR link Output

Enclosure: | Polypropylene

Grille: | 18 Gauge steel with black powder coat

Color: | Black
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Dimensions (H x W x D): | 685 mm x 426 mm x 383 mm
(27 inx 17 inx15in)

Net Weight: | 17.3 kg (38.0 Ib)

Shipping Weight: | 23.0 kg (50.78 |b)

Power Consumption®: | 100 - 240 V~, 50 - 60 Hz, 0.8 - 0.5 A

1. Full-Space measurement using the MUSIC DSP preset.
Maximum SPL is measured at 1 m using broadband pink noise at maximum output.
3. Current rating is specified at 1/8 full output power.
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Figure 7.1: Dimensions ZLX-12BT
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Figure 7.2: Dimensions ZLX-15BT
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7.2 Frequency response
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Figure 7.3: Frequency response ZLX-12BT
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Figure 7.4: Frequency response ZLX-15BT
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