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EX 116 **Please refer to specification sheet for detailed information.

Optional Accessories

Desk Stands

Model ST-800 ST-66A

Goosenecks

Model ST-506 ST-507

Flexible Gooseneck

ST-506
ST-507

Microphone Desk Stand

ST-800
ST-66A

Model ST-303A ST-321B

Microphone Stands

Microphone Stand

ST-303A
ST-321B

Mounting Screw - U5/16 thread (thread adapter), NS5/8 thread (inner pipe)

Applicable Microphone - ø 18 - ø 35 mm in diameter, Mountable weight: Max. 500 g

Input Connector XLR-3-31 or equivalent -

Output Connector XLR-3-32 or equivalent -

Finish Die-cast zinc, black, matte finish, paint

Shaft: Steel pipe for general use; Inner pipe: Chrome-plating

Outer Pipe: Black, semi-gloss, paint

Base: Iron casting, black, semi-gloss, paint

Dimensions (W x H x D) 115 x 40 x 124 mm -

Weight 715 g 1.1 kg (without accessory)

Finish Chromium plating

Length 150 mm 300 mm

Weight 130 g 210 g

Effective Extensiable Length 940 - 1,600 mm
1045 - 1,706 mm

(Boom enlarged extendable Length: 53 - 660 mm 

Mounting Screw NS5/8 (pipe thread), U5/16 (adapter)

Finish Steel Pipe for general use, chrome plating Steel pipe for general use, black, matte finish, paint

Weight 1.7 kg 2.9 kg

Accessory Thread Adapter x 1 Thread Adapter x 1
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